
STANDARDIZATIONMAXIMUM DETERMINATION (FIELD) NOTE: To convert (g) to (lbs): Wt (g) / 453.59 = Wt. (lbs)

STATIONING/LOCATION

TEST LOCATION

15.9

15.0

Class II

Class II

MATERIAL
OPTIMUM 

MOIST. %

READING 2

READING 3

READING 4

OPERATING STANDARD (READING 5)

1434

1439

1437

568

568

569

112.8

118.7

 

 

 

107.9

110.4

0.0447

0.0447

4178

4296

1 S

2

5.6

8.1

MOLD VOL. 

(CFT)

MOISTUREDENSITY

READING 1 1449 569
TEST # MOIST. %

T-180

MAX 

DENSITY

COMPACTED 

WET SOIL 

PCF

WET SOIL 

(lbs)

WET 

SOIL (g)
MOLD (g)

WET SOIL 

+ MOLD 

(g)

1890

1890

2288

2406

5.04

5.30

SHEET:

DENSITY & MOISTURE 

DETERMINATION REPORT
AECOM & City of Detroit

City of Detroit (Public Works) 

1

*All results noted in this report relate only to items inspected or tested by Somat Engineering, Inc. and/or Somat Engineering of Ohio, Inc. (Somat). This report shall not be reproduced, except in full, without the prior written approval of Somat.

SOMAT FIELD REPRESENTATIVE:

SOMAT PROJECT MANAGER(s):

7/14/2020

7/27/2020

Test #1 is on edge drain for Major concrete.    Inspector VI for edge drain that does not pass compaction.                                                                                                                                                                                                    

Test #2 is on electrical pipe put down by Motor City Construction.                                     
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Class II Sand backfill for electrical pipes & edge drain.
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