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2 WOODWARD AVE. SUITE 601
DETROIT, MICHIGAN 48226
PHONE: (313) 224-3949 TTY: 711
WWW.DETROITMI.GOV

CITY OF DETROIT
DEPARTMENT OF PUBLIC WORKS
CITY ENGINEERING DIVISION

        ______________________________________________________________________________________





To:       Clerk’s Office
From:  The Department of Public Works
             City Engineering Division
             MapsandRecordsBureau@DetroitMI.Gov
             (313) 224-3970

Petitioner:
1201 Webward Avenue LLC
630 WOODWARD AVENUE
Detroit, MI, 48226
			
On behalf of the above-mentioned petitioner the Department of Public Works: City Engineering Division is submitting a petition request for the action below. The petitioner has received a project consultation from the Department of Public Works: City Engineering Division and has been advised the following:

Type of action recommended:   

Petition for encroachment within the northerly part of State St., adjacent to the parcel commonly known as 1201 Woodward Ave., for the installation of a building-mounted internally illuminated blade sign.

Raven Wright
Supervisor of Maps & Records
Department of Public Works
City Engineering Division
313-224-3985
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CERTIFICATE OF APPROPRIATENESS
ADMINISTRATIVE APPROVAL

Application Number: HDC2025-00195 Effective Date: 5/7/2025

Project Address: 1201 Woodward Issued to: Kevin Deters

11444 Kaltz Ave.

Historic District: Lower Woodward Avenue Warren, M1 48089

Description of Work:

Install three new signs: a wall sign on the south elevation, a wall sign on the east
elevation canopy, and a projecting sign per the attached application

With the Conditions that:

nia

Pursuant to Section 5(10) of the Michigan Local Historic District Act, as amended, being MCL 389.205 (10) and Sections 21-2-57 and 21-2-73 of the 2019 Detroit City Code, and Detroit Historic Distict
|Commission (‘DHDC") delegation of administrative authority via Resolutions 97-01, 97-02, 98-01, 20-03, 21-04, and/or 21-07, as applicable, the staff of the DHDC has reviewed the above referenced
appiication and hereby issues a Certificate of Appropriateness (‘COA') for the description of work, effective date above, as it meets the Secratary of the Interior's Standards for Rehabiltation and the district's
Elements of Design

Forthe Commission:  * ZZex_s PSR: 250507

Daniel Rieden
Senior Clerk to the Historic District Commission ﬁ

[Post this COA at the subject property until work is complete. It is important to note that approval by the DHDC does not waive the a
ordinances or statutes.

responsibility to comply with any other applicable
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METRO SIGNS

GLIGHTING ——
DATE: 5/23/25
TO: City of Detroit DPW
FROM: Kevin Deters
Metro Signs & Lighting
RE: Encroachment for projecting sign at “GW Home Detroit”

1201 Woodward
SGN2025-00091

We are applying for a permit for a projecting sign. The sign is a 1.66” x 7.25" (12 sq feet). The total projection
is 26 inches from the building. The sign’s underclearance is 13.5 feet.

Feel free to call me at (586)759-2700 if anything else is needed. Thank you for your assistance.

%@Z S-23->5

11444 Kaltz Ave - Warren, MI 48089 » Phone 586.759.2700 * Fax 586.759.2703
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METRO SIGNS

— BLIGHTING —

METRO DETROIT OFFICE:

11444 Kaltz Avenue, Warren, M 48089

'GRAND RAPIDS OFFICE:

‘6430 €. Fulton, Ada, MI 43301
Phone: 586-759-2700
www.metrosal.com

PERMIT DRAWING

PROJECTNUMBER | TOTALSQ. FEET

250285 12

GW HOME // GARDNER WHITE

3/18/2025

i
250285 GW Home.cdr

Tite:
250285 GW Home C-4 Blade Sign
Permit Drawing REV-00 Pg 6

Joe Stelzer

Connie Fotiu

DETROIT

© 2024 - Tis is an orginal,unpublshed raving
A reated by Melro Detol Signs. I i submited
M. for your approval. I s no o be shown to anyone
outside your organizato, eproduced o copied in
anyfshion.Ownersip of s designsheld by etro
lakon Address Defot Signs. Authorizaton {0 use tis desgn
must b ablained by Metr Deti Signs.

1201 WOODWARD | DETROIT, MI 48226 Colors depicte are a raphi represeniaon. Refer
10 calvutsfor actal colors o be used
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Michigan, 2015 Michigan Buiding Code, 2015 IBC.
012015 1BC, 1 ASCE 10
[Environmental Conditions.
Vult (mph), 3 second gust at 33 ft elevation per ASCE , Figure 26.5
Risk Category; I, Low; Il Normal; ll, Substantial Hazard; IV, Essential/Critical
'Wind Exposure; C, House size obstuctns for > 600 D, no cbstructions > 5000 ft
atcorner _Sign proximity to corner o on awning Ka= 40

outermost extension h (ft) from attachment
segment height B (1) (or width if ceiling or horizontal mounted)
segment width s (f) (or height f ceiling or horizontal mounted)
elevation z of sign (ft)

number of attachment columns (usually 1 column per mounting plate)

11.81 =signareaast®  pus 0.198 =coumnareaasf  giving totals = 12

0.90 = K., velocity pressure exposure coefficent
1.5 = C1, force coefiient, orentaton Case A & B, earance rao per ASCE Figure 29.3-1
G (psf), velociy pressure at elevation z,using Vi
136.8 = P,y (psf), factored wind pressure, using Vs
(Ib force), wind shearforce (ASD) on sign and column area
M (Ib ft), momentat wall (ASD),toal
M (Ib ft) moment at wall (ASD), per column
‘Shear on bolt ().

section modulus (in’)required per column per calculated moment at wall
section modulus (in’) povided by tube dimensions  ACCEPTABLE

AVINASH B. VEERESHA, PE
signengineering@gmail.com
163 SW Midtown Place, Ste 103

Lake City, Florida 32025

12 May 2025
“This seal for structural engineering
(Attachment ONLY)

based on sign installer's drawing,
Jattached.

NOTE: THIS SIGN 5 ADDING LOAD TO
onstants & Fomas: K= 0.5, wid dacionalty factr (atachad sign) por ASCE Tabla 266-1;6 =0.85,qustfacor | THE EXISTING POST. IT IS THE
IRESPONSIBILITY OF THE SIGN
INSTALLER TO HAVE THE BUILDING
P "rhﬂ;;'l ':-D'ﬂ of comer = e - n""-':';mm'ﬂ'm it DESIGNER VERIFY THAT THE BUILDING
T e e T b e | A SR T AGOTONAL S
togoryl vindspeeds fom ASCE Figue 265-1C, MRI = 170 years: Secion moiusrequre = moment pr comn | d d

5 Clearance rato = sh= 0.806. =90 afacor= 95
Material ksi (welded) = 46

(unwelded) = 46
niube (pe)size= 475 xATS X 14" column width /to wind (i) = 475
olumn width Lto wind () = 4.75 column tickness () = 025
UNO valid for one sign at this location.

+ Sign manuacturerinstalers design, detaiing fabcaton, and erecion shal onform 0t folowing speciicatons:
Busding Code, AST speciicatons, ACH318 forreinforced concete, American Welding Socey Code for Weking

n Buiing Constucton, AISC Specifcaton orDesign,Fabricaion,and Erecion of StrctralSeel for Buiigs.
+ Wall matra speciicaons fo attachment ony(bding desin and sucture i by aters):
+ CMU shallbe " ASTM C30 wihfastanersin 1.25" face shel
+ Wood famingshallbe 2 SPF, 0425, g i fastenersnmid 172" of 1.5 edge
+ Cold Formed sl raming shll be 00333 ks wihfatenersin fange.
+ Wood Siucural Sheathingshallbe 7/16" 0SB or plywood.
- Concrete shallbe 3000 psimin comprssve stengh.
+ Contracorshal veryal wall materis and constucion,dimensions, and condions in he fied bsor erecton,
and notfy i engineer of any discrepancies.
+ Fastoners e allowableloads areper alowable sress design):
2 38" A307 STEEL THROUGH BOLTS (CMU, concrete, rame) (s specied ndeti)
- For 50k wals,nstalw/ nut and 3x3x114" waseron back f wall.
- For rame wals,insial with 246 yp #2, <2 anie or 1.5 unistut continuous bloking on ack of wal
(continuous bocking must extend past the end o e sign ot nextraming mamber)
« Alowable fension oad = S00 .

By using this engineering the owner, manufacturer, and nstallr accept resporsoilty o:
“Design, buid, and intal sign faces, cabints, raceways, atzchment brackets, and electca,etc.
acoording o sign code, buiding code, zoning, and UL,

Veriy that st conditons match stated wind speed, sk, exposure, and topo fators, and

~Select approved atachment defai, conforming to tis generic atiachment engineering, by verifying
existing wal, which i not the responsiilt ofthis engineer

In fact, materials and construction of existing walls is ot known at the time of tis sel; for ths reason
various attachment optons for various wall constucton types are specifed.

GW HOME //
GARDNER WHITE

1201 WOODWARD
DETROIT, MI 48226

METRO SIGNS &
LIGHTING

JOB # 25052

BLADE SIGN
1 Columns, attached to wall
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